


1. Report No. 2. Government Accession No. 

NASA TM X-2083 
4. Title and Subtitle 

PRELIMINARY RESULTS O F  SERT II SPACECMFT POTENTIAL 
MEASUREMENTS USING HOT WIRE EMISSIVE PROBES 

3. Recipient's Catalog No. 

5. Report Date 

6. Performing Organization Code 
November 

Lewis Research Center 

7. Author(s) 

Sanford G. Jones, John V. Staskus, and David C. Byers 

9. Performing Organization Name and Address 

11. Contract or Grant No. 

8. Performing Organization Report No. 

E-5799 
10. Work Unit No. 

704 -00 

National Aeronautics and Space Administration 
Cleveland, Ohio 44135 

2. Sponsoring Agency Name and Address 

14. Sponsoring Agency Code 

13. Type of Report and Period Covered 

Technical Memorandum 

Washington, D. C. 20546 
5. Supplementary Notes 

19. Security Classif. (of this report) 

Unclassified 

6. Abstract 

Data from the SERT II spacecraft were used to  study the variation of spacecraft and ion beam 
potential with respect to space potential as a function of ion thruster  and orbital parameters. 
Measurements were obtained using floating hot wire emissive probes. Spacecraft potentials of 
-6 to  -11 V with the thruster  not operating and -12 to  -28 V with the thruster at maximum beam 
(253 mA) were obtained. The spacecraft potential variations were a function of orbital position. 
The effect, on spacecraft and ion beam potentials, of varying the ion thruster neutralizer to 
spacecraft potential was determined. The ion beam -neutralizer potential difference was found to  
be constant fo r  spacecraft-space potentials from -77 to  0 V with constant neutralizer emission 
current. Radial potential profiles of the ion beam were also obtained for  various spacecraft 
conditions. 

20. Security Classif. (of this page) 21. NO. of Pages 22. Price* 

Unclassified 38 $3.00 

7. Key Words (Suggested by Author(s)) 

Spacecraft potential 
Emissive probes 

18. Distribution Statement 

Unclassified - unlimited 





C MTS 
Page 

SUMMARY . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  1 

INTRODUCTION. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  1 

INSTRUMENTATION . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  2 

RESULTSANDDISCUSSION. . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  4 
PassiveSpacecraft . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  5- 

Space probe results.  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  5 
Beam probe resul ts .  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  8% 

Active Spacecraft . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  9 
Space probe results.  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  IO 
Beam probe results.  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  1 

Neutralizer Bias Experiment . . . . . . . . . . . . . . . . . . . . . . . . . . . .  14 

SUMMARY AND CONCLUSIONS. . . . . . . . . . . . . . . . . . . . . . . . . . . .  20 

APPENDIXES 
A - SPACECRAFT AND ION THRUSTER. . . . . . . . . . . . . . . . . . . . . .  23 
B - EMISSIVE PROBE SYSTEMS . . . . . . . . . . . . . . . . . . . . . . . . . .  28 
C - SPACECRAFT EQUILIBRIUM POTENTIAL . . . . . . . . . . . . . . . . . .  32 

REFERENCES..  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  35 

iii 



PRELIMINARY RESULTS OF SERT I1 SPACECRAFT POTENT 

MEASUREMENTS US NG HOT WIRE EMISS 

by Sanford G. Jones, John  V. Staskus, and David C. Byers 

Lewis Research Center  

SUMMARY 

Data from the SERT I1 spacecraft were used to study the variation of spacecraft and 
ion beam potential with respect to  space potential as a function of ion thruster and orbital 
parameters. Measurements were obtained using floating hot wire emissive probes. 
Spacecraft potentials of -6 to -11 volts with the thruster not operating and -12 to -28 volts 
with the thruster at maximum beam (523 mA) were obtained. The spacecraft potential 
variations were a function of orbital position. The effect, on spacecraft and ion beam 
potentials , of varying the ion thruster neutralizer to spacecraft potential was determined. 
The ion beam-neutralizer potential difference was found to be constant for  spacecraft- 
space potentials from -7'7 to  0 volts with constant neutralizer emission current. Radial 
potential profiles of the ion beam were also obtained for various spacecraft conditions. 

1 NTROD U CTI ON 

The SERT I1 spacecraft was launched on February 3, 1970. The primary purpose of 
SERT 11 was  a long duration (6-month) test of a mercury ion thruster (ref. 1). A sec- 
ondary objective was the investigation of the interaction between the ion thruster,  the 
spacecraft, and the ambient space environment. Certain on-board experiment data 
(ref. 2) and the overall spacecraft performance could be affected by the existence of a 1 

potential difference between the spacecraft and the plasma (hereinafter called Vs/c). 
The thruster and neutralizer performance and lifetime (refs. 3 and 4) are directly related 
to Vs/e. In addition, solar cell performance can be strongly influenced by the value of 

ambient space plasma in a variety of ways (refs. 2, 5, '7, and 8). Data concerning local 
electron temperatures and density should be taken outside the plasma sheath surrounding 
the spacecraft. 

. 

(refs. 5 and 6). Operation of a solar-electric spacecraft can also influence the 



The potential difference between the spacecraft and space arises in part  from the re- 
quirement that the net current to the spacecraft from the space plasma be zero. The 
magnitude and polarity of V is a function of many variables of the spacecraft and 
the local plasma conditions (refs. 7 and 9). The polarity and configuration of the solar 

For example, on two OGO spacecraft V cells strongly influence the value of Vs/c. 
increased from -15 to -2 volts when the solar cell tabs were  insulated from the space 
plasma (ref. 2). Thruster operating conditions such as beam current also strongly 
affect VSlc. Neutralizer parameters such as neutral propellant flow and anode keeper 
voltage can affect VSlc. Such neutralizer parameters also affect the potential difference 
between the ion beam potentials and the neutralizer potential. The value of beam potential 
can strongly affect the interaction between the beam and space plasma as well as influence 

' the neutralizer lifetime (ref. 3). As pointed out in reference 7, beam to neutralizer po- 
tentials could be such as to allow large circulating currents between the ion beam and 
the spacecraft. Such currents could produce magnetic fields which could affect the local 
space plasma. 

some electrostatic measurements would best be taken i f  V 
8, and 9), a situation of minimum electrostatic influence. It has been suggested that 
this could be done with a bias supply between the spacecraft ground and the neutralizer. 
Accordingly, an experiment to verify that such a bias supply could be used to control the 
spacecraft potential was incorporated into the SERT II spacecraft. 

This report presents measurements of spacecraft and beam potentials obtained from 
various emissive probe measurements. The results of a neutralizer bias experiment on 
board the SERT 11 spacecraft is also presented. The data were obtained over a period 
of several weeks beginning on February 9, 1970 and include data obtained during the solar 
eclipse on March 7, 1970. 

s/c 

S/C 

The previous remarks indicate the desirability of control of Vs/c. For example, 
were near zero (refs. 2, s/c 

INSTRUMENTATION 

Data for the study of the interaction between the ion thruster, the spacecraft, and 
the ambient space environment were obtained using floating hot wire  emissive probes 
(refs. 10 and 11) and a neutralizer bias supply (appendix A). Two slightly different types 
of hot wire probes were employed (ref. 11). The first was a pvspace probe'' which was 
mounted on a boom extending 1.5 meters from the spacecraft (fig. 1). This probe was 
used to measure V and extended in the direction of the spacecraft velocity vector, 
thereby avoiding the effects of any spacecraft wake (ref. 12). This probe was  operated 
continuously. Two other "beam'' probes (almost identical in construction) were used to 
measure the potential of the ion beam of each thruster relative to the spacecraft. These 

S / C  
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(a) Top view. 

(b) Side view. CD-10834-31 

Figure L - SERT I1 spacecraft showing sweep paths of beam probes. 
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PPbeamvq probes were swept by means of ground command across  the exit plane of either 
the active or  passive thruster (fig. 1). Beam probe 1 was swept across  thruster 1. 
Beam probe 2 was swept across  thruster  2. Details of the construction, theory of oper- 
ation, data accuracy, and calibration of the probes a r e  provided in reference 11. How- 
ever,  a brief summary is provided in appendix B. It should be noted that the measure- 
ments had an uncertainty of approximately 1. 3 and 1 . 8  volts, respectively, for the space 
and beam probe due to  the quantization of the data by the telemetry system. A brief 
description of the spacecraft and ion thruster  is presented in appendix A. 

RESULTS AND DISCUSSION 

The results from the SERT 11 flight emissive probe measurements are discussed 
hereinafter. The first section, Passive Spacecraft, gives the results obtained at the 
beginning of the mission, prior to operation of the thrusters.  Also presented a r e  the 
data obtained when the thruster was turned off briefly due to a solar eclipse after about 
500 hours of thruster operation. 

The second section, Active Spacecraft, presents data obtained during normal oper- 
ation of each thruster. Thruster operating data are contained in reference 13. Also 
included are the results obtained during the startup of each thruster. During these 
periods, the ion beam current and other thruster parameters were varied. 

bias was applied between the neutralizer and spacecraft ground. 

reference. In general, each graph of flight data is an average of several  orbits of data 
obtained over several  weeks. As such, the effects of long term (seasonal) variations in 
ionospheric properties and/or probe characteristics have not been considered. 

spacecraft. The neutralizer emission current I9 was not measured during these tests 
due to experiment difficulties. 
thruster was at 100 percent beam (253 mA). The values of spacecraft potential V 
were obtained by means of a voltmeter between the spacecraft and the vacuum chamber. 
This was necessary since, in the ground spacecraft tes ts ,  the space probe was not de- 
ployed. Previous tests of the prototype spacecraft with a deployed space probe showed 
that the spacecraft potentials measured with a voltmeter between the spacecraft and 
vacuum chamber ground agreed with the spacecraft potentials obtained with the space 
probe within 2 volts. 

The third section, Neutralizer Bias Experiment, contains the data obtained when a 

All the flight data are presented using the ambient plasma as the zero potential 

The’ ground data were obtained during final thermal vacuum testing of the flight 

And the beam probe was only operated when the ion 

S/C 
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F igure 2. - Spacecraft potential as a func t i on  of 
geomagnetic lat i tude fo r  sun r i se  and sunset. 
Passive spacecraft. 

Passive Spacecraft 

Space probe results. - The potentials obtained for  the passive spacecraft are shown 
in figure 2 for sunrise and sunset, local time. As indicated in appendix A, the space- 
craft was always within 9’ of the terminator and the orbit was always approximately 
parallel to the Earth’s magnetic field. However, the alinement of the spacecraft velocity 
vector was parallel and antiparallel, respectively, to the Earth’s magnetic field for the 
sunrise and sunset conditions. The mean values are -6.4 and -8 volts, respectively, 
for sunrise and sunset. These values a r e  significantly higher than those obtained on m’any 
spacecraft (refs. 14 and 15). They are, however, consistent with the data reported by 
Krassovsky (ref. 16) and Knudsen (ref. 17) who reported potentials of -6 to -15 volts. 
The orbital variations in spacecraft potential will be discussed later in the section. As * 

indicated in appendix C, the potential of a passive spacecraft is usually on the order of a 
few tenths of a volt. The results shown in figure 2 are higher by more than an order of - 

magnitude. 
The net current to the spacecraft must be zero. In appendix C it is shown that the 

net ion current to  the spacecraft is equal to the ram ion current and is on the order of 
0.24 milliampere. This result was obtained using an electron number density Ne of 
2x10 particles/cm (ref. 18) and assuming charge and temperature equilibrium. By 
equating the ram ion current to the electron current collected, an expression can be 
derived for the electron collection area of the spacecraft. The only a reas  available for 
electron collection are those near (within a few electron volts) or  above plasma potential. 

4 3 
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For the potentials shown in figure 2 ,  the only areas on the spacecraft capable of being 
near or above plasma potential are the exposed connections on the solar a r ray  (appen- 
dix A). All other potentials were shielded from the space plasma. Appendix A gives the 
measured area of the exposed connections of the solar a r ray  which is above plasma po- 
tential as a function of the spacecraft to  space potential difference. A close correlation 
between the measured and calculated electron collecting areas would indicate that the 
high spacecraft potentials obtained are primarily due to the exposed leads on the solar 
array.  

effects, equating of ion and electron currents require that (appendix C) 
For the SERT II spacecraft, neglecting radio frequency, magnetic and photoemission 

where 

*i 
e 

k 

Me 

sS/C 

Te 

Ne, Ni 

1/2 
eAiNiSslC = eAeNe 

2 effective electron collection area, m 

ion collection area, m 

electron charge, C 

Boltzmann constant, J /K 

electron mass,  kg 

particle number density, particles/m 

spacecraft velocity, m/sec 

electron temperature, K 

2 

3 

The left side of equation (1) is the ram ion current. The right side is the electron 
current collected by the effective collection area. The values of electron temperature 
Te  at sunrise and sunset were found in reference 18 to be 1'700 and 2100 K, respectively. 
It is noted that these values of Te a r e  for the vernal equinox period of 1965. If these 
values are used, equation (1) reduces to the following condition: 

2 A, = 1.18 m for a spacecraft at sunrise (Te = 1700 K) 

2 A, = 1.08 m for a spacecraft at sunset (Te = 2100 K) 
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TABLE I. - CALCULATED AND MEASURED 

Spacecraft potential, 

ELECTRON COLLECTION AREAS FOR 

Electron collection 

vs/c, 
V 

area, 

Ae 
m 2 

I Measured Calculated 

The measured and calculated electron collection areas are tabulated in table I. The 
results indicate that the measured a reas  are approximately 40 percent of the calculated 
areas .  This disparity between the two is possibly due to the existance of a plasma sheath 
surrounding the collecting area. The large negative potentials a r e  , however, concluded 
to be due to the presence of exposed solar cell wiring at relatively high (k36 V with re- 
spect to the spacecraft) positive potentials. In addition, the variations of spacecraft 
potential with sunrise o r  sunset are consistent with diurnal variations in electron tem - 
pe ratur e s  . 

Figure 2 shows that the spacecraft potentials varied slightly with orbital position. 
In general, fo r  the sunrise condition, the spacecraft potential was constant at all latitudes 
except between 55' and 90' south geomagnetic latitude where a slight decrease (more 
negative) occurred. At sunset, the spacecraft potential was a maximum at the geomag- 
netic equator and increased (became less negative) toward the poles. The variations, ~ 

in both cases, are a maximum of *one telemetry count (*l. 3 V). Attempts were made 
to correlate the orbital changes in spacecraft potential at sunrise and sunset with the 
corresponding variations in Ne and Te using the data from Explorer XII (ref. 18). 
It was not possible to make a direct correlation due to the rapid changes in Ne and Te 
with time at sunrise and sunset. It was determined, however, that the orbital variations 
in spacecraft potentials were well within those explainable by small  changes in T, (and 
perhaps changes in Ne due to its effect on the effective electron collection area). It is 
to be noted that the observed variation in spacecraft potential might also be due to e r r o r  
in probe measurements caused by plasma density variations (ref. 10). 

photoemission to  the spacecraft potential. Figure 3 shows spacecraft potential data ob- 
tained during the solar eclipse of March 7, 1970 (after about 500 h r  of thruster oper- 
ation). The spacecraft was in the Moon's shadow for two periods of about 15 minutes 

Data were obtained which allowed a determination of the maximum contribution of 

-6.4 
-8.0 
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Figure 3. - Spacecraft potential as a function of 
geomagnetic latitude for sunset and sunrise show- 
ing eclipse data. Passive spacecraft. 

each. As figure 3 indicates, the spacecraft potential did not change during the eclipse 
period within the uncertainty of the measurement. This indicates that the effect of 
photoemission on spacecraft potential was negligible. 

Beam probe results. - Beam probes 1 and 2 were operated prior to turn-on of the 
thruster systems. The results of these beam probe sweeps are shown in figure 4 along 
with space probe data obtained at the t ime of the beam probe sweeps. Under this con- 

4 6 3 dition, the beam probes were being used as space plasma (Ne = 10 to 10 particles/cm ) 
potential measuring probes. These probes , as indicated in appendix B , were designed 

7 3 for  operation in a plasma of 10 to l o l o  par t ic ledcm density. The beam probe data 
are shown as a function of the angle cp between the probe position and the spacecraft 
velocity vector (fig. 1). The values of cp over which beam probes 1 and 2 could be 
swept were rt6' to 180' and 0' to rt174', respectively (fig. 1). 

~ 
Figure 4 shows that the potentials measured by the two beam probes were constant 

> 
5 -10 - Beam probe 1 

-D- Beam probe 2 
Space probe - -_----  ---_.----- c 

5 -5 Ti -- 
c 
2 
s o  

-180 -120 -60 0 60 120 180 
Beam probe angular position (angle between beam 
probe arm and spacecraft velocity vector), p, deg 

Figure 4. - Spacecraft potential as measured by 
space probe and beam probe. Ion beam cu r -  
rent. 0. 
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and identical over a large range of cp. The potential of beam probe 1 (orbit raising 
thruster) decreased one telemetry count (-1.8 V) at absolute values of 50 greater than 
110'. It is possible that, at these angles, beam probe 1 was in the wake of its own 
support structure. The minimum absolute value of q that could be attained by beam 
probe 1 was 6'. This angle was larger than that at which beam probe 1 would have 
pointed directly at the support structure of beam probe 2 (fig. 1). It is possible that this 
is why no evidence of a wake effect occurred on beam probe 1 at small values of (D. 

l ess  than the space probe potential. It is uncertain if this difference is due to  telemetry 
uncertainty o r  the previously mentioned off-design operation of the beam probes. This 
result is, however, consistent with the view that a sheath surrounds the spacecraft. Such 
a sheath would probably have a thickness on the order of the Debye length (-4 cm). The , 
beam probes are a maximum of about 12 centimeters from the thruster, but if  they were 
in the wake o r  sheath of the spacecraft, the potentials measured would be slightly lower 
than those of the space probe. This was the case for the data in figure 4. 

Figure 4 also shows that the beam probe potentials were one telemetry count (-1.8V) 

Active Spacecraft 

This section presents the space and beam probe voltages obtained with an operating 
thruster. As with a passive spacecraft, the equilibrium potential of a spacecraft with 
operating ion thruster(s) (active spacecraft case) is determined by the current interchange 
between the spacecraft and the ambient space plasma. The various potentials will adjust 
to provide zero net current to the spacecraft. However, for the SERT II spacecraft, the 
ion beam current (-0.25 A), and hence the minimum neutralizer emission current are 
far in excess of any other currents existing between the spacecraft and the ambient space 
plasma. The ram ion current was calculated to be -0.24 milliampere. As a result, 
for spacecraft with operating ion thruster(s), the equilibrium potential is probably largely 
determined by the interaction between the ion thruster currents and the ambient space 
plasma. Many of the space plasma, ion beam, and spacecraft interactions which could' 
occur a r e  discussed in reference 7 .  These interactions include those between the space 
plasma, the ion beam, and the spacecraft and possibly between the neutralizer, space- 
craft, and space plasma. 

Results of both ground and flight tests are presented. Several differences existed 
between ground and flight tes ts  which relate to possible interactions; these are 

(1) The background neutral and plasma densities existing during ground tests were 
greater than those in space by more than thtee orders of magnitude. As the background 
plasma density decreases, the interaction between the space plasma and the ion beam 
may decrease (ref. 7).  

9 



(2) The interaction distance between the ion beam and the local background plasma 
is limited in ground tests by the vacuum facility dimensions. Reference 7 indicated that 
the space plasma-ion beam interaction distances are of order 10 meters  or greater. 

local plasma parameters not experienced in ground tests. 

geomagnetic latitude at sunrise and sunset. As stated previously, the spacecraft velocity 
vector was nearly parallel and antiparallel t o  the Earth's magnetic field at sunrise and 

(3) In flight, the spacecraft is exposed to variation (positional, seasonal, etc.)  of 

Space probe results. - Figure 5 shows the variation of the spacecraft potential with 

oooaDBDo3oo3oo 
0030 000 0 00 
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- 
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-30 cc 

m 
L 
U 
a, 
U m c o o  0 

w o  000 0 0 n 

ocoaDcoD00 0 Qmoooo O D 0  v, -20 
00 0 0000 

-10 
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Geomagnetic latitude, deg 

(b) Sunrise. 

Figure 5. - Spacecraft potential as a function of 
geomagnetic latitude for sunset and sunrise. 
Ion beam current, 253 milliamperes. 

sunset, respectively. At sunrise, the spacecraft potential was  near maximum value at 
the geomagnetic equator and decreased towards the poles. This trend was essentially 
reversed at sunset. It is also seen that considerable variation existed, especially over 
the south geomagnetic pole. The mean value of spacecraft potential in both cases was  
20 to 22 volts negative. This is close to the ground test value of -14 volts. The maxi- 
mum value of spacecraft potential shown in figure 5 is -28 volts. These results are 
lower than those reported by Cybulski, Shellhammer, Lovell, Domino, and Katnik 
(ref. 19) and Hunter, Bartlett, Worleck, and James (ref. 20) for the SERT I and ATS-IV 
vehicle , respectively. Cybulski reported spacecraft potentials of between 40 and 
150 volts positive. However, the SERT 
E-field meter measurements. And as concluded by Sellen and Cybulski in reference 2 
the E-field measurements were strongly influenced by particle current collection from 

potential data were obtained indirectly from 
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the ambient space plasma. In reference 20, Hunter reported spacecraft potentials of 
-43 to -132 volts. However, he indicated that the neutralizer might have been emission 
limited. It is to  be noted that preliminary data, which a r e  not presented, have been ob- 
tained which indicate spacecraft potentials of greater than 60 volts negative during some 
orbits. 

Attempts were made to correlate the orbital variations in spacecraft potential with 
ambient plasma variations observed on the Explorer XXII spacecraft during the vernal 
equinox of 1965 (ref. 18). Except at high southern latitudes during sunrise (where di- 
urnal variation in plasma parameters a r e  rapid), the spacecraft potentials did correlate 
with changes in the electron number density Ne. As of this writing, it is not definitely 
known why this correlation exists. 

Beam probe results. - Figure 6 presents beam probe potentials obtained with an 
operating thruster during both ground and flight tests. 
tential measurements obtained over the inactive thruster a r e  also included. Only the 
results obtained when the orbit raising thruster was operated a r e  shown. However, the 
results for both operating thrusters were similar. 

The flight data have been divided into northern and southern hemispheric results. 
The northern hemispheric data were obtained when the spacecraft was at geographic lat- 
itudes greater than 30'. Similarly, the southern hemispheric data were obtained when 

For reference, beam probe po- 

the spacecraft was south of -30' geographic 
Figure 6 shows the ion beam potentials 

latitude. 
VB as a function of radial distance R from 

o Northern hemisphere 
o Southern hemisphere 
4 Ground test 
A Inactive thruster 

Diameter enclosing holes in 

> 40 
d > 
m - 
5 20 

z a, 

E 
m a, 

* O  

-20 
50 40 30 20 10 0 10 20 30 40 50 

Distance from beam axis, R, cm 

u 
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Half angle, 8, deg 

Figure 6. - Beam potential as a function of perpendicular distance from beam axis. Neturalizer bias; 9 ion beam 
current, 253 milliamperes; spacecraft potential for ground test, -14 volts; spacecraft potential for flight, -19.5 
volts. 

u 
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the axis of the ion beam and the ion beam half angle 8. The half angle is defined as 
shown in the sketch on figure 6. As stated previously, the data were obtained about 
12 centimeters downstream of the thruster accelerator. However, as the probe tra- 
versed the ion beam, the axial downstream distance changed slightly. And this variation 
has been included in calculation of the half angles shown in figure 6. 

The results for both flight and ground tests a r e  in good agreement. The maximum 
beam potential remained essentially constant out to a radial distance corresponding to 
the diameter of the beam forming electrode. The potential then dropped to a plateau at 
about 13 to 18 centimeters. This radial distance is at a half angle corresponding to the 
neutralizer position. The potential difference between the peak and the plateau was 
approximately constant for all tests and equal to about 40 volts. The voltage remained 
constant out to about R = 35 to 40 centimeters and then decreased sharply to values be- 
low the ambient space potential. For the flight and ground data, respectively, the space- 
craft potential was about 20 and 14 volts negative with respect to the space potential. It 
is possible that, at large values of R (>40 cm), the beam probes were strongly influ- 
enced by the spacecraft's electric fields. It is also seen that the potentials measured by 
the beam probe adjacent to the inactive thruster were between about 8 and 13 volts neg- 
ative with respect to the local space potential. This is about a factor of two to three 
times those measured with both thrusters off (fig. 3). This is in agreement with the view 
that the beam probes are immersed in the sheath of the spacecraft. 

The data of figure 6 were used to obtain ion beam to neutralizer potential differences. 
These are tabulated in table I1 fo r  R = 0 (beam center) and R = 17 centimeters (neu- 
tralizer position). Table II shows that the ion beam -neutralizer potential was  constant 
for a fixed value of R and was approximately equal for both flight and ground tests.  It 
is of interest to note that this agreement between ground and flight data exists even 
though the ambient plasma density during the ground tes ts  was greater than the space 

3 plasma density by more than a factor of 10 . This similarity between ground and flight 

Position 

TABLE II. - ION BEAM-NEUTRALIZER POTENTIAL DIFFERENCE DURING 

Ion beam -neutralizer potential difference, 
vB9 v 

FLIGHT AND GROUND TEST AT TWO BEAM POSITIONS 

R = O c m  
(beam center) 

R = 17 cm 
(neutralizer position) 

Ground test 

61 

23  

Northern hemisphere ISouthern hemisphere 1 
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data indicates that ground test neutralizer lifetime and performance data are probably 
applicable to flight conditions. 

The spacecraft contained a power supply which could bias the neutralizer relative 
to the spacecraft by a nominal 25 or  50 volts positive or negative. This neutralizer bias 
supply was used to investigate whether the spacecraft potential with respect to the space 
plasma potential could be varied so as to minimize the electrostatic influence of the 
spacecraft on the space plasma. 

Table III presents the experimental results at the various neutralizer bias and 
thruster operating conditions, fo r  both flight and ground test. The flight data have been 
divided into northern and southern hemispheric results as in the section, Active Space- 
craft. The various bias conditions are labeled I through V in order of decreasing positive 
bias of the neutralizer with respect to the spacecraft. A positive bias is taken to be that 
situation which exists when the neutralizer is positive with respect to the spacecraft. As 
previously indicated, the spacecraft, neutralizer, and beam voltages are all given with 
respect to the local space potential as determined by the ambient probe. It is seen from 
table In that the flight and ground data a r e  in general agreement. 

The spacecraft potential as a function of neutralizer bias with respect to  the space- 
craft is shown in figure 7. The spacecraft equilibrium potential was  approximately 

0 Southern  hemisphere 
N o r t h e r n  hemisphere 

o Ground data 

-40 -20 0 20 40 60 
Neut ra l i zer  bias voltage, Vg. V 

Figure 7. - Spacecraft potential as a func t ion  of n e u t r a l i -  
zer bias voltage. Ion beam c u r r e n t ,  253 mill iamperes. 
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-20 volts in both the southern and northern hemisphere and -14 volts during ground tests 
with the neutralizer at spacecraft potential. As indicated previously, preliminary data, 
which a r e  not presented, have been obtained for  which the spacecraft equilibrium poten- 
tial was  greater than -60 volts. 

When a bias was applied, the equilibrium potential changed. In the southern hemi- 
sphere, and on ground tes ts ,  the change in spacecraft potential with bias was approxi- 
mately equal to the applied voltage. Similar results were obtained in the northern hemi- 
sphere except that when the negative bias was applied, the spacecraft potential did not 
become positive but reached a saturation value approximately equal to plasma potential. 
From table III it is seen that the neutralizer emission current Ig in flight was constant 
for positive biases (cases I and 11) but increased for negative biases (cases IV and V) to 
a maximum of 343 milliamperes. As indicated in appendix A, this is near the constant 
current limit of the bias supply. The value of the applied negative bias was thus limited 
by loading down of the power supply to a maximum of 28.7 volts in flight and 39 volts on 
ground tests.  

Figure 8 shows the neutralizer potential as a function of neutralizer to spacecraft 
potential. It is seen that the potential difference between the neutralizer and the local 
space plasma remains nearly constant with applied bias in the southern hemisphere. 
However, in the northern hemisphere, variations of as much as 10 volts are obtained. 
The variations were, however, less than the applied bias. 

Figure 9 shows the change in beam potential with radial distance R from the axis 
of the ion beam and the half 
bias conditions. 

angle 8 corresponding to that radial distance for  various 

o Southern  hemisphere 
N o r t h e r n  hemisphere 

o Ground test data 

c -20 

v A 0 

-10 I 
-40 -20 0 20 40 60 

Neut ra l i zer  bias voltage, Vg, V 

Figure 8. - Neutral izer potent ia l  as a func t ion  of n e u t r a l i -  
zer bias voltage for  t h e  n o r t h e r n  and southern  hemi -  
spheres. Ion beam c u r r e n t ,  253 mill iamperes. 
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(b) Southern hemisphere. 
Figure 9. - Beam potential as a function of perpendicular distance from beam axis in northern and southern 

, 
hemisphere. Ion beam current, 253 milliamperes. 
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F igure 9. -Concluded. 

u 

The results for both flight and ground tests were similar. The beam potentials de- 
creased monotonically with increasingly positive bias. The radial variation of beam 
voltage was not sensitive to  applied bias. It, therefore, seems likely that the beam 
shape remained unchanged with neutralizer bias. The maximum beam potential for a 
given bias remained constant out to a radial distance corresponding to the diameter of 
the beam forming electrode. The potential then,dropped to  a plateau at about 13 to  
18 centimeters. This radial distance is at a half angle corresponding to the neutralizer 
position. The voltage then remained constant out to  about 35 centimeters. The potential 
difference between the peak and the plateau was approximately constant for all biases and 
equal to  about 44 volts. 

Figures 8 and 9 can be used to obtain the beam to neutralizer potential as a function 
of applied neutralizer bias. The results are shown in figure 10 for two radial distances. 
Figure 10 shows that, when the neutralizer was positive with respect to  the spacecraft, 
the beam to neutralizer potential was insensitive to changes in neutralizer bias. On the 
other hand, when the neutralizer was negative with respect to  the spacecraft, the beam 
to neutralizer potential increased rapidly. 
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(c) Ground t e s t  

Figure 10. - Ion beam-neutral izer potential difference as 
a func t ion  of neut ra l i zer  bias voltage for  t h e  n o r t h e r n  
and southern  hemispheres. Ion beam c u r r e n t ,  
253 mill iamperes. 

The aforementioned data can be used to discuss the nature of the interaction between 
the spacecraft and the local space plasma during the bias experiment. At bias con- 
ditions, where the bulk of the spacecraft was below local plasma potential, the space- 
craft potential was easily varied. The change in spacecraft potential was equal to the 
applied neutralizer bias. And the ion beam and neutralizer emission currents were 
approximately equal. The effect of the positive bias was to adjust the spacecraft po- 
tential s o  that the ion beam -neutralizer potential difference remained nearly constant 
(fig. 10). This is to be expected for constant electron emission current (ref. 22). It 
should be noted that, in flight as the neutralizer bias was increased from 0 to 50 volts, 
the a rea  of the exposed connections on the solar a r ray  that is above plasma potential 
decreased to zero. 
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When the negative biases were applied (cases HI and V), the results differed signi- 
ficantly from those of the positive neutralizer bias condition. In flight, the neutralizer 
emission current I9 increased while the ion beam current remained constant. As pre- 
viously noted, no measurements of I9 were obtained in the ground test. For cases IV 
and V the difference between the neutralizer emission current and the ion beam current 
was about 63 and 85 milliamperes, respectively. This result could arise for two rea- 
sons. First, when the spacecraft potential became close to  plasma potential, large 
electron currents could be collected by the spacecraft from the space plasma. In this 
case, the neutralizer injects into the ion beam the sum of the ion beam and the electron 
current drawn from space in order that the net current to the spacecraft remain zero. 
Secondly, loop currents could exist from the neutralizer directly to the spacecraft. 
These two mechanisms are discussed separately hereinafter. 

In a manner similar to that discussed in the section, Passive Spacecraft, an esti- 
mate can be made of the current to the spacecraft in orbit. The total conductive area of 
the spacecraft is on the order of 30 square meters.  If a number density Ne of 2X104 
particles/cm and an electron temperature Te of 2000 K are used, the electron current 
that could be collected by the spacecraft is about 7 milliamperes. This current is about 
an order of magnitude less than the difference between the neutralizer emission and the 
ion beam current at the two negative bias conditions. This calculated value of electron 
current is, of course, dependent on the values of Ne, Te, and spacecraft area used. 
The values of Te and Ne are representative of data from a number of spacecraft at a 
1000-kilometer altitude (refs. 18, 23, and 24) taken over a wide variety of seasonal con- 
ditions and orbital positions. It was noted, however, in reference 25 that the electron 
number density increases with solar activity. The SERT 11 data were obtained during a 
period of high solar activity. It is thus possible that the number density used in calcu- 
lating the collected electron current is lower than the number density existing during the 
SERT 11 flight. A number density of about 3x10 particles/cm would be required to 
provide the 85 milliamperes observed with the -27 volt bias (case V). The spacecraft 
collection area of 30 square meters represents the physical a rea  of the conductive por- 
tions of the Agena vehicle. Due to sheath effects, the effective electron collection area 
might be larger  than 30 square meters by an appreciable amount. 

If the space plasma electron number density and the effective electron collection 
area of the spacecraft are such that the spacecraft collected currents from the space 
plasma of approximately 68 to  85 milliamperes, then it is expected that the beam- 
neutralizer potential would change. As indicated previously, the only mechanism for 
electron emission from the spacecraft, neglecting photoemission which has been shown 
to be negligible, is emission from the neutralizer into the ion beam. The ion beam- 
neutralizer potential difference would thus change with electron emission by just that 
amount necessary to extract the additional electrons. Figure 11 gives the variation of 

3 
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N o r t h e r n  hemisphere 
Southern  hemisphere 
Ground  test (22-mA neut ra l i zer  

mass flow; ref. 22) 

0 

- 01 I I I I I I I 
80 120 160 200 240 280 320 360 

Neut ra l i zer  emission c u r r e n t ,  Iy mA 

Figure 11. - V a r i a t i o n  of ion beam-neutral izer potential 
d i f ference w i t h  neut ra l i zer  emission c u r r e n t  f o r  radial 
distance, R = 17 centimeters. 

neutralizer emission current with ion beam to neutralizer potential. As indicated by 
reference 22, the virtual anode for  the neutralizer hollow cathode is probably very close, 
within 1 to 2 centimeters, to the neutralizer keeper anode. Thus, the value of beam to 
neutralizer potential at the half angle corresponding to the neutralizer position has been 
used. Ground test  data from reference 22 a r e  also included in figure 11. As seen, the 
flight and ground data curves have the same general form. The results indicate that the 
beam to neutralizer potential was  approximately constant for all applied biases for con- 
stant electron emission current. 

As indicated, the difference betw-een the ion beam and neutralizer emission current 
could be attributed to loop currents from the neutralizer to the spacecraft. Such loop 
currents could exist if  the spacecraft were positive with respect to the neutralizer keep- 
e r .  The value of the spacecraft potential was approximately equal to the keeper voltage 
for case IV and about 6 volts positive with respect to the keeper for case V in the southern 
hemisphere. And as indicated in appendix A, the thruster ground screen, which was 
always at spacecraft potential, was within 1 . 2  centimeters of the neutralizer cathode. 

the exact mechanism that causes the increase in I9 at negative neutralizer biases. It 
is noted, however, that the existence of a difference in the data over the southern and 
northern hemisphere indicates that the results may be due to currents drawn from the 
local plasma rather than loop currents to  the spacecraft. Ground tes ts  could possibly 
determine whether significant loop currents between the neutralizer and portions of the 
spacecraft could exist. 

From the previous discussion and data, it is not possible to conclusively determine 

D CONCLUSlO 

The emissive probes flown on the SERT 11 spacecraft in conjunction with the prime 
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ion thruster experiment allowed an investigation of the interaction between the space- 
craft, the ion thruster, and the ambient space plasma. The parameters measured were 
the spacecraft-space potential difference and the spacecraft-ion beam potential differ- 
ence. The probes and the spacecraft digital telemetry system resulted in a maximum 
measurement uncertainty of approximately 1 . 8  volts. 

During periods in which the thrustor systems were not operated, the mean SERT 11 
spacecraft equilibrium potential was -6 and -8 volts, respectively, for sunrise and sun- 
set. It was concluded that these relatively high negative potentials were due to the pre-  
sence of exposed solar a r ray  interconnections at high (36 V) positive potentials. This 
was concluded from a comparison of the measured and calculated electron collection 
a rea  of the solar array.  The change in voltage from sunrise to sunset was found to be 
consistent with small  variations in electron temperature. Orbital variations in the 
spacecraft potential of the order of 5 volts were observed. It was not possible to  cor- 
relate these orbital changes with variations in space plasma parameters such as electron 
number density Ne and electron temperature Te. However, the variations were well 
within those explainable by small  changes (on the order of several hundred degrees 
Kelvin) in Te. 

The results of the space probe measurements indicate that photoemission had no de- 
tectable effect on spacecraft potentials. 

craft potentials of -20 volts fo r  both sunrise and sunset conditions. This result is close 
to  the ground tes t  level of -14 volts. Considerable variation in spacecraft potentials with 
orbital position were observed; they were on the order of 16 volts. These orbital varia- 
tions were found to roughly correlate with orbital variations in Ne data reported for  
Explorer XXII. 

The results of beam potential measurements for flight and ground tes ts  were in gen- 
eral agreement. It was found that the maximum beam potential (measured about 12  cm 
downstream of the ion thruster accelerator grids) remained constant at about 45 volts out 
to a radial distance corresponding to the diameter of the beam forming grids. The po- 
tentials then decreased sharply. The ion beam to neutralizer potential difference was 
found to be equal for flight and ground tests. This was t rue for the beam axis and at an 
ion beam half angle corresponding to  the ion thruster neutralizer position. This close 
agreement between flight and ground data indicates that neutralizer lifetime and per-  
formance data obtained in ground test is probably applicable to flight conditions. 

and the spacecraft. The power supply was capable of biasing the neutralizer a nominal 
25 o r  50 volts positive or  negative with respect to the spacecraft. The results of the 
flight verified that such a bias supply could be used to control the spacecraft potbntial. 

The spacecraft was in the Moon's shadow during the solar eclipse of March 7, 1970. 

Data obtained during operation of the ion thruster systems indicated mean space- 

During portions of the flight, a bias power supply was applied between the nkutralizer 
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By applying a suitable bias, the spacecraft potential could be easily varied over the 
range of 0 to -77 volts. Therefore, it should be possible to control the potential dif- 
ference between the spacecraft and the space plasma so as to minimize electrostatic in- 
fluence on the space plasma of an ion thruster bearing spacecraft. 

The variation in spacecraft potential was  accomplished without noticeable detri- 
mental effect on the thruster system performance. In addition, the ion beam -neutralizer 
potential difference was constant for  all neutralizer biases with a constant neutralizer 
emission current. 

Increases in the neutralizer bias current was  obtained at negative bias conditions. 
It was not possible to conclusively determine whether these increases in neutralizer 
emission current resulted from large electron currents drawn from the space plasma to 
the spacecraft o r  from loop currents from the neutralizer cathode to nearby surfaces at 
positive potentials. 

Lewis Research Center, 
National Aeronautics and Space Administration, 

Cleveland, Ohio, July 8, 1970, 
704-00. 
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APPENDIX A 

SPACECRAFT AND ION THRUSTER 

Detailed descriptions of the SERT I1 mission and flight objectives are presented in 
reference 1. However, certain spacecraft and ion thruster characteristics that are 
pertinent to  probe measurement ability or spacecraft equilibrium potential are described 
hereinafter. 

Spacecraft 

The spacecraft is in a nearly circular, 1000-kilometer, retrograde, polar orbit. 
The inclination angle is 99'. For this orbit, the spacecraft will be in continuous sun- 
light for 280 days, with the exception of solar eclipses. The orbit, with the Earth's ro- 
tation, then results in the spacecraft passing over nearly all points on the Earth at an 
altitude of 1000 kilometers at either sunrise or  sunset, local time. The orbit thus allows 
a complete map of spacecraft potential variations as a function of both latitude and longi- 
tude to be obtained. 

In orbit, the orientation of the spacecraft, shown in figure 12, is such that the plane 
of the solar a r r ay  is alined along the velocity vector. This, coupled with the orbit in- 
clination, means that the plane of the solar a r r ay  is also approximately parallel to  the 
Earth's magnetic field. Variations from this position (yaw misalinement) were esti- 
mated to  be less than 2'. The major axis of the spacecraft is alined along an Earth 
radius line. Deviation from this was less than 2'. 

The complete spacecraft in orbit, shown in figure 12, consists of two basic cylin- 
drical structures plus a solar array.  One structure is 1.1 meters  long and 1 .5  meters  
in diameter. It houses all experiments and accessory instrumentation. This structure 
is directly attached to  the empty Agena rocket. The empty Agena consists of a cylindri- 
cal section 4.6 meters  long and 1 . 5  meters in diameter, plus a 1.5-meter section con- 
taining the rocket nozzle and solar array.  These factors result in an area for ram ion 
current collection of 10.4 square meters which is the frontal a r ea  of the spacecraft. 

A variety of surface coatings resulted from thermal control considerations, that is, 
paint, polished aluminum (Al), and A1 tape. All paints used were of a nonconductive 
type. All unpainted metal surfaces on the main cylindrical section were electrically 
connected to a common spacecraft ground. The thermal control pattern resulting, there- 
fore, allowed the possibility of small potential gradients across  the spacecraft surface. 

All portions of the 
ception of the soldered 

solar a r ray  
connections 

were treated with nonconductive paint with the ex- 
between the cells. These unpainted connectors had 
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F i g u r e  12. - SERT I1 spacecraft in orbit (a r t i s t ' s  conception). 



nominal dimensions of 10 centimeters by 1.52 centimeters each. The solar array was 
wired such that approximately 43 percent of the unpainted area of the a r ray  was below 
spacecraft potential, and approximately 57 percent was above spacecraft potential. This 
is illustrated in figure 13 where the spacecraft-space potential difference is plotted as a 
function of exposed solar a r r ay  area which is above plasma potential. 

Ground transmission is accomplished with 350 milliwatts at 136 megahertz. With this 
system, the ambient probe data are sampled once every 4 minutes. This, coupled with 

All of the on-board experiment data are commutated for ground transmission. 

N 
E 

'x- 
m W 
L m 

* m L 
L m 

Spacecraft-space potential difference, 

F igure 13. -Measured exposed solar a r ray  
VSlC'  v 

area as a func t i on  OF spacecraft-space poten- 
t ia l  difference. 

the 106-minute orbital period, results in one ambient probe data point per  13' of geo- 
graphic latitude being obtained. Beam probe data are obtained once every 4 seconds that 
the probe is sweeping. 

Thrusters 

Two ion thrusters were on-board the spacecraft. Both systems were operated con- 
secutively. The thrusters were of the Kaufman electron bombardment type, utilizing 
mercury as a propellant (fig. 14). As shown in figure 1, the thrusters were canted a 
nominal 10' from the spacecraft longitudinal axis. Consequently, one thruster,  when 
operating, raised the orbit by approximately 3 . 6  kilometers per week. The other thrust- 
e r ,  when operated, lowered the orbit by a similar amount. The majority of the data 
reported herein was obtained when the orbit raising thruster was operated. 

t shows the various 
power supplies necessary for operation of the thrusters.  The thrust beam exits from 

The schematic of the thruster system is shown in figure 15. 
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Spacecraft g round  =- 

V2, M a i n  vaporizer voltage 
V3, M a i n  cathode voltage 
V4, M a i n  anode voltage 
V5, Screen voltage 
v6, Accelerator voltage 

VF Neutra l izer  cathode voltage 
Vg, Neutra l izer  anode voltage 
Vp Neutra l izer  bias voltage 
VI@ M a i n  keeper voltage 

- Space 
potential 

Screen 

Accelerator 
g r i d  

F igure 16. - SERT I1 i on  t h r u s t e r  potential prof i le (not  to scale). 

F igure 15. - Electr ical schematic of SERT I1 thruster .  

the accelerating structure which consisted of a beam forming electrode and an acceler- 
ation electrode (fig. 14). Each electrode contained 847 holes within a 15-centimeter 
diameter. There is no decelerating electrode. The electrons, necessary for neutrali- 
zation of the ion beam, were obtained from the neutralizer located downstream of the 
accelerating structure. A perforated metal screen, at spacecraft potential, surrounded 
the thruster. This metal screen was within 1 . 2  centimeters of the neutralizer cathode 
tip. 

The nominal potential profile of a thruster is shown in figure 16. The thruster 
normally produced a 253 milliampere ion beam at a nominal accelerating potential of 
3000 volts. However, each thruster was operated for  short periods at 95- and 203- 
milliampere ion beam current. 

The neutralizer was a plasma discharge device utilizing a hollow cathode (ref. 3). 
The neutralizer was electrically isolated from the thruster system. A power supply V9 
was provided to allow biasing the neutralizer relative to the spacecraft. This biasing 
supply was capable of changing the neutralizer -spacecraft potential difference, on com - 
mand, from 0 to a nominal *25 or rt50 volts. The supply was current limited at about 
360 milliamperes. 
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APPENDIX B 

SSBVE PROBE SYSTEMS 

Each probe system consisted of an emissive assembly and an electronic package 
(which included the power and signal conditioning). Each instrument had a nominal range 
of -50 to 100 Volts. 

Ambient Probe 

4 The ambient probe was  designed to operate in a low density plasma of 10 to . 

6 3 LO particles/cm . The ambient probe emissive assembly (fig. 17) consists of a support 

/r Stainless steel leads 
i- A1203 Teflon 

\ i nsu la to r  \ insulator  -Tungsten emi t te r - ,  
I 

Shadow shields 

'-Biased sh ie ld  
(stainless steel) 

CD-10753-28 

F igu re  17. - A m b i e n t  probe emissive assembly. 

structure, a shield, and an emitter. The assembly is 7.6 centimeters long by 0.64 cen- 
timeter in diameter. It weighs approximately 13 grams. The emitter is a 1 centimeter- 
long by 0.076 millimeter diameter tungsten 3 percent rhenium filament. The small 
diameter shield is connected to the emitter through resis tors  to maintain it at the mean 
emitter potential. This "shield electrode'? close to emitter potential aided in reducing 
the effect of other nearby surfaces on the probe's potential measuring ability. This was 
considered necessary since it was determined that for certain ion density-plasma po- 
tential combinations, the plasma sheath thickness could be as much as 100 centimeters. 
In addition, for  a similar reason, the emissive assembly was mounted on the end of a 
boom (fig. 18) which, when extended, placed the filament 150 centimeters (one space- 
craft diameter) ahead of the spacecraft surface in orbit. The boom was  electrically in- 
sulated from the spacecraft. In order to eliminate the requirement for electron collec- 
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CD-10768-31 U 
Figure 18. - SERT I1 spacecraft. 

tion to measure negative potentials in the low density plasma, the probe is biased by 
-60 volts with respect to  the spacecraft. 

An electronics package located within the spacecraft supplies filament heating power 
(2 W) and provides signal conditioning for heater current telemetry and plasma potential 
telemetry. The package is 7.6 by 7.9 by 14.2 centimeters, weighs 0.9 kilogram, and 
requires 3.8 watts. 

The potential measuring circuit consists of a resistor divider network. A fraction 
(0.0013) of the potential between the filament and spacecraft is conditioned to be pre-  
sented to  telemetry. The probe telemetry output is 0 to  5 volts for plasma to spacecraft 
potentials of -52 to 109. 5 volts. The digital telemetry system translates the 0 to  5 volts 
t o  0 t o  61 counts. Thus, the telemetry introduces a measurement uncertainty of il. 32 
volts ( i1 /2  count). A second telemetry output to  monitor filament heating current was 
also obtained. 

Ground calibration was accomplished using a low energy argon ion source and a ref- 
erence probe. The plasma from the ion source was stabilized at a particular ion density 
and at a potential as close to the vacuum chamber as possible. Current voltage charac- 
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teristics were generated with the reference probe cold and emissive. The voltage at 
which the two disagreed was taken as the plasma potential. The flight probe was then 
swung into the position of the reference probe and the telemetry output recorded. This 
procedure was repeated for various bias voltages in the range of 50 to -100 volts to ob- 
tain a curve of telemetry output as a function of plasma potential. 

earn Probes 

7 The second probe type was designed for operation in a high density plasma of 10 to 
10 3 10 particles/cm . This density range is typical of the ion densities in the mercury 

ion thruster beam. The beam probe emissive assembly (fig. 19) is 7 .6  centimeters 

r - M o l y b d e n u m  ,,- Shadow 
[ I  support rods If 

/ I  / I  

/--Teflon i nsu la to r  r- Copper 
I\ leads 

Sl- i ields 

I 

Floating shield (tantalum) -' I Stainless steel hous ing  -- 
C D- 10754-28 

F igu re  19. - Beam probe emissive assembly. 

long by 1. 3 centimeters by 0 . 6 4  centimeter and weighs approximately 30 grams. The 
emitter is a 1 centimeter long, 0.178 millimeter diameter tantalum wire. The shield or 
"guard electrode" on the tip is electrically floated. The higher density of the ion beam 
plasma did not necessitate maintaining the shield at filament potential since sheath 
thicknesses a r e  more than an order of magnitude smaller than in the ambient density 
range. A probe and a portion of the system circuitry are mounted on an actuator (fig. 18) 
adjacent to each thruster.  By means of the spacecraft command system, the actuator 
is energized to sweep the probe tip through the beam. The probe electronics automati- 
cally comes on when the sweep begins. The path of the probe tip is a 22 centimeter 
radius, 340' a r c  which passes through a point within 1 .75  centimeters of the beam axis 
and 12. 5 centimeters from the accelerator plate. The sweep takes 48.5rtO. 5 seconds so 
that the probe passes across  the accelerator in 5 to 6 seconds. The beam probe elec- 
tronics is almost identical to that of the ambient probe. However, the probe bias cir-  
cuit was not included, since the ion thrust beam particle density is great enough to en- 
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su re  electron collection by the emitter when the probe potential is positive with respect 
t o  the spacecraft. The circuitry also contains protection against high voltage breakdowns 
(arcs) from the thruster. 

The probe potential telemetry range is 0 to  61 counts for -46 to  99 volts plasma poten- 
tial. This introduces an uncertainty of *I. 77 volts ( 4 / 2  count) in the potential measure- 
ment. The emitter current telemetry range is 0 to 37 counts for 0 to 3 . 2  amperes rms .  

Ground calibration was accomplished in a manner similar to  the ambient probe. The 
ion source used was a mercury ion thruster. The plasma potential was determined by 
heating the floating reference probe from the nonemissive to  the emissive condition and 
and observing the emitted o r  collected current. The potential at the knee of the current- 
voltage curve was taken as the plasma potential. 

\ 
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APPENDIX C 

S PAC EC RAFT 

The equilibrium potential of a spacecraft in orbit will, in general, be different from 
that of the surrounding space plasma. Many factors affect the magnitude of the space- 
craft potential. Among the more significant factors are the following (ref. 9): 

(1) Electron temperature Te 
(2) Debye length 
(3) Spacecraft -ion velocity ratio s ~ / ~ / S ~  
(4) Ionic mass  Mi 
(5) Electron and ion densities (Ze and Zi, respectively) 
(6) V X B effects 
(7) Exposed positive potentials 
(8) Photoemission 
(9) Radio-frequency fields 
For vehicles orbiting in the upper F2-layer (=lo00 km), these factors generally 

resulted in a spacecraft potential negative with respect to the space plasma. This nega- 
tive potential difference is usually on the order of several electron volts (ref. 9). The 
exact value is dependent on the relative weights of the various effects. 
hicles, in sunlight, generally the controlling factor on the potential is photoelectric 
emission from spacecraft surfaces (ref. 9). However, it is shown that, for the SERT II 
spacecraft, exposed surfaces at positive potentials seem to be the controlling factor on 
the equilibrium potential. 

effect of radio-frequency fields should be no greater than a few tenths of a volt with the 
SERT I1 type data system. Thus, for  the SERT I1 spacecraft, the effect of radio fre- 
quency was neglected. 

effects, equating of ion and electron currents requires that 

For such ve- 

As inferred from the work of Bourdeau and Donley (ref. 15) and Whale (ref. 26), the 

For a spacecraft in orbit, neglecting radio frequency, magnetic, and photoemission 

1/2 
eAiNiSsIC + eA.N.S. = eAeNe exp( -eV/kTe) 

J 1 1  

where 

effective electron collection area 

thermal ion current collection a rea  
*e 

5 
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Ai 
e 

k 

Me 

*e 

'i 

sS/C 

Te 
V 

ram ion current collection a rea  

electron charge 

Boltzmann constant 

electron mass 

electron number density 

ion number density 

ion velocity 

spacecraft velocity 

electron temperature 

spacecraft -space plasma potential difference 

The first te rm on the left side is the ram ion current. The second te rm is the ther- 
mal  ion current. The te rm on the right side is the collected electron current. If charge 
and thermal equilibrium is assumed, then this reduces to  

AiSs/C + A.S. = A, exp(-eV/kTe) 
1 1  

Further, for  a spacecraft moving with orbital velocity through Le  FZ-layer, 
Vs/c >> Vi. Also, for the SERT II spacecraft, A. 

J 
duces to 

4Ai. Therefore, equation (C2) re- 

exp( -eV/kT e) 

For spacecraft potentials significantly (-10 kTe/e) below plasma potential, equa- 
tion (C3) reduces to 

or 
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A, = 

It is of interest to calculate the ram ion current. The ram ion current was  given 
previously by 

Ji = eAiNiSs/C (@5) 

Now 

2 Ai = 10.4 m (appendix A) 

4 3 Ni = 2x10 particles/cm (ref. 18) 

3 S S l c  = 7.35X10 m/sec 

Therefore, 

Ji = 0.24 mA 
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